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VanTek No. 217 ï 4.4m Fluting Board PM 
 

General: 
 
  

Manufacturer  ER-WE-PA (Germany), rebuilt 
1998 

Machine shut down  November 1, 2012  
Machinery status  Assembled on site  
Paper grade  Fluting  
Basis weight range  90-150 gsm - recycled fluting  

100-150 gsm - semichemical 
fluting  

Wire width  4700 mm  
Paper width at reel  4460 mm  
Paper width at winder  4400 mm  
Design mechanical speed  800 mpm  
Avg. operating speed  550 mpm  

 
 
 

Scope of Supply: 
 

 

 

 
 

 
Approach Flow System  
 

 
-Headbox pump with capacity Q= 2400m3/h, H=10m, 550 rpm  

 

igned with slotted screen baskets #0,65mm, using electric 

motor 48kW, 310rpm. Capacity per machine is 11 tph.  

-cleaner system for deareation of the stock in approach flow, manufactured by Clark&Vicario, 

with performance 9m of vacuum  
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Poly disc filter Enso-Gutzeit (mesh 0,25mm2)  
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Headbox  
Headbox is pressurized and its slice is 4700 mm wide. It has a step diffuser. 
 

 
 

 
Wire section  
Forming suction drum with size: Ø 1128 mm x 5185 mm face length  

Gap former (twin wire) is manufactured by Overmechanica. Wire size is 17.0 m x 4.85 with 11 carrier 

rolls  

Dewatering is ensure by 9 suction boxes&foils.  

Suction couch roll hasface length of 5000 mm and diameter Ø 750 mm.  

Pick up roll with size ᴓ 850 mm x 5300 mm  

Wire return and drive roll size ᴓ 720 mm x 5000 mm 
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Press section  
Press section includes 3 nips in combination with Kusters S-rolls  
1st nip: suction roll ᴓ1050 mm and S-roll ᴓ620 mm  
2nd nip: suction roll ᴓ1050 mm and press roll ᴓ1250 mm  
3rd nip: press roll ᴓ1250 mm and S-roll ᴓ620 mm 
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Pre-drying section  
Pre-drying section consists of 25 drying cylinders, size ᴓ1500 mm x 4650 mm working with 5 bar 

operating pressure. 

 

 

 

 
Size press  
Inclined size press, puddle type.  
The rolls for size application are top: ᴓ1020 mm x 4780 mm and bottom ᴓ1030 mm x 4780 mm 
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Dryng section  
Drying section consists of 14 drying cylinders, size ᴓ1500 mm x 4650 mm, working with 5 bar 

operating pressure. 

 

 

 

After the drying section the machine is equipped with ABB measuring frame. 
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Pope reel  
The carrier drum of the reel is ᴓ1000 mm x 4670 mm.  
This section is equipped with Turn-up System, manufactured by IBS 

 

 

 

 
Winder  
The winder mnufactured by Jagenberg Vari Dur with drum size ᴓ2500 mm x 4300 mm.  
Number if cutting units is 6 and the smallest possible cutting width is 250 mm  
Maximum winding diameter is 1830 mm. 

 

Also Available: 

 
- Paper machine drawing of wire section  

- Paper machine drawing of press section  
 
Contact:  Shelina Nelson, VanTek Inc. – Tel:  +1-360-694-9922 or email snelson@vantekinc.com. 
 


